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Stainless Steel
18" Wide

Lavatory

Stainless Steel, 18" Wide, Front Mounted, Handicap-ADA 
Compliant Lavatory shall be: 
Willoughby Model No.
(Select from model number and options list on next page)
             
Fixture shall be fabricated from 14 GA., Type 304 stainless 
steel. The construction shall be all welded, with exposed

Standard lavatory shall include: 
- Oval-shaped bowl, 13" x 9-1/2" x 6" deep

- Fast drain with air vent 
- (1-1/2") slip joint, cast brass union 'p'-trap
- Removable bottom panel attached w/ vandal resistant screws
- Self-draining soap dish

Anchoring shall be from the front with mounting plate with 
anchoring holes. Unit does not require chase area for 
installation and maintenance; proper backing and anchoring 
hardware for lavatory mounting provided by others.

(Unit may be shown with optional features)  

Example: To specify an 18" Wide, Front Mounted, Handicap-ADA Compliant Lavatory with ligature-resistant 

buttons, and removable 'p' trap
Use the following Willoughby Model Number: 
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MODEL NUMBER AND OPTIONS:
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HS-1013-46-HC-FA  Stainless Steel, 18" Wide, Front Mounted, 
   Handicap-ADA Compliant Lavatory

 SBPH   Security Ligature-resistant Penal Bubbler/Filler (Standard)**
 SBC   Security Code Bubbler/Filler (w/ Non Ligature-Resistant Mouth Guard)

   (Not for ADA compliant drinking)

NV No Valve (Provided by Others)
 Special Hole Punching Dimension: 
 ____________________________

PML1 Single Temp. Pneumatic Metering
PML2 Dual Temp. Pneumatic Metering
E1L1 Single Temp. Electronic (pick control)*
E1L2 Dual Temp. Electronic (pick control)*

PBH  Ligature-resistant Pneumatic Push Buttons**
PZPB  Ligature-resistant Piezo Electronic Push Buttons**

WUCC-3010 Pneutronic WMSII
(The WUCC-3010 Control can be used to pair a Lavatory with a Toilet)

RPT Removable 'P'-Trap (Standard)     

SLOW Slow Drain

MT Wall Template
TB1 Single Toothbrush Holder 

Right  Left
TB2 Dual Toothbrush Holder

Right  Left
  TF24H    Hard-wired Transformer, 110VAC to 24VAC*
  TF24P    Plug-in Transformer, 110VAC to 24VAC*
TH1 Single Towel Hook 

Right  Left 
TH2 Dual Towel Hook 

Right  Left 
DFBH Ligature-resistant Deck Mounted Drinking ADA Compliant 

 Fountain Bubbler**/***
          **(Panel Mounted Push Button)

Other: _______________________
Other: _______________________

*(Req. 110V power through ground fault interrupter (GFCI) receptacle / breaker)

been made to reduce the possibility of ligature points, this product does not 
eliminate all risks. Ligature-Resistant products by Willoughby Industries are to 
be used in conjunction with, not as a replacement for, trained professionals.


